Installing the USB Driver for the Reference Light Meter

Installing the USB Driver for the
Reference Light Meter

The first time the Reference Light Meter is
plugged into a USB port on your computer,
Windows will need to search for the appropriate
USB driver. These are located in the Chroma5 USB
Driver folder.

If you have plugged in the Reference Light Meter
for the first time, you will need to install the
Windows driver. The following window appears.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Windows will search far curent and updated software by

looking on vour computer, on the hardware installation CD, or an
the ‘windows Update web site (with your pemizzion)

Bead our privacy policy

Can Windows connect to Windows Update to search for
software?

() s, this time anly
every time | connect a device

Click MNext to continue.
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1 Select the NO, NOT THIS TIME radio button
and then click NEXT.

Found New Hardware Wizard

This wizard helps you install software for:

Sequel Imaging USE Calibration Device

Z'\') If your hardware came with an installation CD
22 or floppy disk. insert it now.

What do pou want the wizard ta do?

O Install the software automatically [Recommended)
(®)install from a list or specific ocation [Advanced}

Click Mext to continue.

I < Back H Mewt > ]I Cancel ]

2 Select the INSTALL FROM A LIST OR
SPECIFIC LOCATION (ADVANCED) radio
button and click NEXT.

3 Check the INCLUDE THIS LOCATION IN
THE SEARCH box.

Found New Hardware Wizard

Please choose your seaich and installation oplions. .

() Search for the best diver in these locations

Use the check bores below to limit or expand the defalt search, which includes local
paths and removable media. The best diver found will be installed

[[] Search remavable media [floppy, CO-ROM...)

Inciude this location in the ssarch;

{Color Sensar program FoldeftChromal LISE Driver  w

() Don't search, | will choose the driver to install

Choose this option to select the device driver from a list. Windows does not guarantee that
the driver you choose will be the best match far your hardware.

< Back H Mext = ][ Cancel
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4 Make sure the folder location below it is
pointing to the Chroma5 USB Driver folder.

Click NEXT to continue.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for

_\> Sequel Imaging USE Calibration Device

Click Finish to close the wizard,

5 For afew seconds, you will see a dialog
window as the driver is installed. When it is
complete, the last window appears. Click
FINISH to close the window.



